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J.L.Zarestky

7 Tesla vertical field cryomagnet;  field ramping instructions

ramping field up;

• press hold button to hold field/current at zero while adjusting setpoint and ramp rate.  (If go to setpoint happens to be pressed before you attempt to change setpoint, the power supply will start ramping as soon as setpoint is moved from zero.)

• select Tesla or Amps for field (and setpoint) display, ramp rate will then be in T/min or A/min.

• to adjust setpoint and ramp rate; press and hold set point or ramp rate button and then press and hold/pulse raise or lower button.
• turn on switch heater and wait 20 seconds.

• press go to setpoint and wait for field / current to reach setpoint.

• press hold after setpoint is reached.

• to go to persistent mode


wait for current and voltage to stabilize.

turn off switch heater and wait 20 seconds.

press go to zero to ramp down power supply.

press hold.
• to continue up with field at a different ramp rate.

change to new setpoint and ramp rate.

press go to setpoint and wait for field / current to reach setpoint.

•ramping field down (or up) from persistent mode field;

•press go to setpoint and wait for power supply to ramp current to match SC coil current (where current / Field was left in persistent mode).

•press hold.
•wait for voltage and current to stabilize.

•turn on switch heater and wait 20 seconds.


• to shut down (zero field)



press go to zero.


wait for current and voltage to ramp to zero and stabilize.



press hold.


turn off switch heater.

• to go to another field / current

change setpoint (and ramp rate if need be).

press go to setpoint and wait for field / current to reach setpoint.

press hold after setpoint is reached.
